
Portable Projector

ANX300 / ANX350 / ANX355 / ANX425 / ANW365 / ANWU405

ANX355 / ANX425 / ANW365 / ANWU405 ANX300 / ANX350 

Easy for Installation. Vivid Color Performance.  Wifi Display Function.

F

Spec.

Peojection distance

Appearance

*All measurements are approximate and may vary from 
 the actual sizes.

Ma imum Minimum Ma imum Minimum
30" 0.9m . .0m
00" 3.0m 3.6m 3.3m 4.0m
50" 4.5m 5.5m 5.0m 6.0m

200" 6.6m
300" 0.9m 9.9m

ANX300
ANX350
ANX355
ANX425

Model creen ize
4 3 6 9

Ma imum Minimum Ma imum Minimum
30" 0.9m .0m
00" 3.2m 3.3m 4.0m
50" 4. 5.0m 6.0m

200" 6.4m 6.6m
300" 9.6m 9.9m

Model creen ize
6 0 6 9

ANW365

Ma imum Minimum Ma imum Minimum
30" 0.9m 0.9m .
00" 3.0m 3.6m 3.0m
50" 4.5m 5.4m 4.6m 5.5m

200" 6.0m
300" .9m 9.2m

Model creen ize
6 0 6 9

ANWU405 25 / ANW365 / ANWU405

*specifications subject to change without notice.

ANX300 ANX350 ANX355 ANX425 ANW365 ANWU405

3000 3500 3500 4200 3600 4000

3000 it  aver mode 3000 it  aver mode 5000 it  I I &EC  mode 5000 it  I I &EC  mode 5000 it  I I &EC  mode 5000 it  I I &EC  mode
XGA 024 6 XGA 024 6 XGA 024 6 XGA 024 6 WXGA 2 0  00 WUXGA 920 X 200

P ilips 225W

6 0 tandard
4 3 Compati le

6 0 tamdard
6 9  Compati le

F 2. ~2.25 F .6~ . 6 F .6~ . 6 F .6~ . 6 F .6~ . 6 F .6~ . 6
f= 9. 09~22.936mm f= 9. 5 ~23.0 mm f= 9. 5 ~23.0 mm f= 9. 5 ~23.0 mm f= 9. 5 ~23.0 mm f= 9. 5 ~23.0 mm

0. ~ 0. 99m 30"~300"  0. ~ 0.93 m 30"~300"  0. ~ 0.93 m 30"~300"  0. ~ 0.93 m 30"~300" 0.942~ .595m 30"~300" 0.942~ .595m 30"~300"

2 0W EC  <0.5W

V  ±30° auto manual
H  ± 5° manual
Corner Keystone

Model
Optical Spec.

ri tness
Display Tec nolo y 3 CD

Zoom/Focus Manual

Contract atio
esolution
amp Consumption P ilips 2 W

Noise EC  MAX 34.9d Normal  3 .9d
amp ife time 5000H Normal  / 0000H EC

Aspect atio 4 3 tandard  / 6 9 Compati le

Projection Lens

Computer i nal Input PC  VGA  VGA  XGA  XGA WXGA UXGA WUXGA  Mac

T ro  atio .4 ~ .
F
f

creen ize
Generic Spec.

peaker N/A * 0W
crannin  Frequency Hsync Frequency 5~ 00KHz  / Vsync Frequency 4 ~ 5Hz

Video Compati ility PA  ECAM  NT C 4.43  PA M  PA N  4 0i  4 0p  5 6i  5 6p  20p  0 0p and 0 0i
Po er Consumption 2 0W EC  <0.5W
EC  tand y Mode <0.5W

utput Terminals VGA VGA are it  VGA IN 2  Audio out mini ack 3.5mm  

Net ork stand y  N/A <3W

Keystone Correction V  ±30° manual V  ±30° auto manual  H  ± 5° manual
Pincus ion/ arrel Correction  Corner Keystone

D an ua es 26 lan ua es  En lis  German  Frenc  Italian  panis  Polis  edis  Dutc  Portu ese  apanese  implified C inese  Traditional C inese  Korea  ussian  Ara ic  Turkis  Finnis
Nor e ian  Danis  Indonesian  Hun arian  Czec  Kazak Vietnamese T ai  Farsi

Input Terminals VGA  YC Cr/ Component s are it  VGA in ; Video ;
video s are it  VGA in ; HDMI 

Audio in mini ack 3.5mm   YC Cr/ Component s are it  VGA in  Video ;Audio in / CA 2  video s are it
VGA in  HDMI 2 ne is Compati le it  MH  U A  support MemeoryVie er and WiFi Don le ptional

 U Display  45 Display

t er Terminals 232 232  45 for control  U for up rade

Accessories
tandard Po er cord  VGA ca le  emote control  ervice Card  Q G for Pro ector

Mechanical Spec.
Po er equirement AC 00 – 240 V  50 60 Hz
Net. Wei t KG 3.2 k
Ma  Dimensions 34 W   25 D   09 H  mm



 Brightness: 3000lm ~ 4200lm.
We can provide t  true tness.  use  ctor indoor   can keep t  t on and ve t  vivid 
color performance.     

Powerful correction function.

Color: 3LCD let the color performance more balance.

Contrast: The latest IRIS increase the contrast.

T 

Increases detail 
in darker areas...

areas appear dark

 

Increases clarity

Green Tree

T Iris control

Vertical Horizontal  Corner

T

Hav  t  convenient manual and automatic Vertical correction  and manual Horizontal correction function.
Moreover  user can use Corner Keystone  P arrel Correction* to    picture. 
Ensure   *ANWU405 doesn’t support this function. / ANX300 and ANX350 support  Vertical only.    

Us  t  latest dynamic I  contrast t tec y tly ce t  contrast of picture. 
Compared to traditional  ctors it can provide    contrast   perfect 
purest in   and  clear  structured and s   to superior visual impact.  

Used t   t y output vivid color performance e quisite f
r

   

Portable Projector

Dynamic s c ck color palette 
and o er pro ection mode  er in  or 

la oard te  environment can  sted 
to t  most suit  screen color performances to 

y t  real     

Select color modes by customer demand.

Logo capture function in start screen.

Double password lock and dual anti-theft 
function. 
User’s  pas  protection and key  
or remote control lock function can avoid   
error operation and  In    is 
equipped    lock slot and put  
stolen r put on t  c  can  used to prevent 
t  ctor      

y means of D menu selection  users can set t r   or personal  as a start  In 
e ernal demo companies or individuals can  t r unique im  r  t e stereotyped im  of e 

    

10,000 hours lamp life time, allowing the customer user-friendly feeling. 

Rigid dustproof design.
 efficiency HEPA electrostatic dust filter can effectively e end t  ctor life to ensure t  e quality. 

Pro ector ilt in aut etected system  al ays c ks t  ctor's air volume  and automatically detects 
t  alarm to clean up t  filter  to protect t e 

   

5000

Up to 00 s life E   it can tremendously reduce e   

Plentiful interface, more expanded display

VGA VIDEO HDMI

MENU

INPUT

FREEZE

MUTE

BLANK

LAMP

PATTERNKEYSTONE

TIMER

INFO.SCREEN

IMAGE

AUTO

+ +

- -
D.ZOOM VOLUME  

interface: RJ45 & USB.
Not only  mainstream interface  also  &  terminals can  any kind of   slot can 
support data  

ANX355 / ANX425 / ANW365 / ANWU405

HDMI
 

ANX300 / ANX350  
ANX355 / ANX425 

ANW365 / ANWU405

P
N
s

*ANX300 & ANX350 doesn't support this function.

ANX300 / ANX350 

HDMI

Mak it easy to installed




