
PLV-Z1

Home cinema projector with real 16:9 format

PLV-Z1



Specifications:

■ Home cinema projector with real 16:9 format
■ Impressive contrast (800 : 1)
■ Standard short zoom lens
■ High brightness
■ Vertical keystone correction (+/-20°)
■ Manual zoom, focus
■ No Show function
■ Fan noise only 28 dB
■ 3D Automatic Uniformity Correction Controller
■ Modern new look – silver/black
■ Iluminated remote control
■ Manual lens shift

PLV-Z1

Brightness 700 ANSI lumens

Panel 3 x 0.7“ TFT p-Si

Number of pixels 960 x 540  

Lamp 130 W UHP

Uniformity 90 %

Contrast ratio 800 : 1

Lens F 2.03 ~ 2.34, f = 21.2 ~ 25.4 mm

Throw ratio 1.3 – 1.6 : 1

Throw distance 1.0 – 6.0 m

Colour systems PAL/SECAM/NTSC/NTSC4.43/PAL-M/N

Frequency Horizontal: 15 ~ 80 kHz
Vertical: 50 ~ 100 Hz

Dot clock 100 MHz

Fan noise 28 dB

Power consumption 210 W

Dimensions (W x H x D) 333 x 108.5 x 246.5 mm

Weight 3.4 kg

Input Signal Computer: 1x D-Sub 15

Video: 1x S-Video (Mini-DIN 4-pin)
1x Component (Y-Pb/Cb-Pr/Cr)
1x Composit

Control Signal 1x Control Port (RS-232C)

Standard Accessories Iluminated remote control, manual, video cable (3 m)
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