
TLP-T50/S30

Choose freedom.

Budget performers

XGA (TLP-T50) resolution

SVGA (TLP-S30) resolution 

1400 ANSI lumens

Data and video compatible

2.2kg

3 year warranty



Projector

Toshiba Information Systems (UK) Limited.,
Consumer Products Division,
Toshiba House, Frimley Road,
Camberley, Surrey GU16 7JJ.

TLP-T50/S30

There's no need to settle for less when you're

looking for real value. With these two stars you'll find

the features that count in a projector at a down to

earth price.

At 2.2kg they're extremely portable, which means

you can take them wherever your audience

demands. Their brightness will impress too. 1400

ANSI lumens will deliver a sparkling presentation,

even in a lit meeting room. 

You’ll be stunned by the sharpness of the images.

The TLP-S30 gives great results with SVGA

resolution and the TLP-T50’s XGA resolution takes

things that bit further again.

And there’ll be minimum impact on your budget

down the line. Lamp life is 2000 hours and both

projectors come with Toshiba’s 3 year warranty, so

we’ll pick up, repair and return free of charge. Each

is data and video compatible and incorporates a

built in speaker.

The TLP-S30 and TLP-T50; top quality projectors

that are light on your wallet.

Hard working features

• SVGA resolution: TLP-S30

• XGA resolution: TLP-T50 

• 1400 ANSI lumens

• 3 year warranty

• Lightweight – 2.2kg

• Data and video compatible

TLP-T50 TLP-S30
Display 3 x 0.7 inch LCD 3 x 0.7 inch LCD
Resolution XGA (1024 x 768) SVGA (800 x 600)
Brightness 1400 ANSI lumens 1400 ANSI lumens
Colour reproduction 16.7m colours 16.7m colours
Picture format 4:3 4:3
Contrast 400:1 400:1
Lamp 165W 165W
Service life of lamp 2,000 hours 2,000 hours
Horizontal/vertical frequency 15-93kHz, 50-85kHz 15-93kHz, 50-85kHz
Video compatibilty NTSC, PAL, SECAM NTSC, PAL, SECAM
Lens Manual zoom + focus Manual zoom + focus
Digital keystone correction +/-15 degrees +/-15 degrees
Picture size (Diagonal) 0.8-7.62m (30-300 inches) 0.8-7.62m (30-300 inches)
Projection distance 1.4-11.5m 1.4-11.5m
Inputs RGB, Composite Video, RGB, Composite Video,

S-Video, Audio S-Video, Audio
Outputs RGB RGB
Serial interface RS-232C RS-232C
Power supply AC100-240V, 50/60Hz AC100-240V, 50/60Hz
Power consumption 220W(stand-by 6W) 220W(stand-by 6W)
Audio 1W Monaural 1W Monaural
Dimensions 277mm x 204mm x 82mm 277mm x 204mm x 82mm
Weight 2.2kg 2.2kg
Warranty 3 year 3 year

Product design and specification subject to change or modification without notice.

Hard working projectors  
easy on your pocket.

Diagonal Minimum Maximum
screen size distance distance

(inches) (metres) (metres)

32 - 1.41
60 2.26 2.7

100 3.79 4.53
200 7.62 9.11
250 9.53 11.4
300 11.45 -

11.45 m
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Choose freedom.




