
HW300G
ULTRA PROTABLE LED PROJECTOR



OVERVIEW



FEATURE

SUPER LONG LASTING LAMP



FEATURE

REAL QUICK ON/OFF



FEATURE

SUPERIOR PICTURE QUALITY



FEATURE

FILE VIEWER



FEATURE

HD DIVX PLYER VIA USB 2.0



FEATURE

TWIN XD ENGINE



FEATURE

STYLISH DESIGN



FEATURE

PROJECTION DISTANCE / BRIGHTNESS



FEATURE

VOLUME BOOSTER



FEATURE

POWER SUPPLY



FEATURE

WORLD 1st SMART TV PORTBLE LED PROJECTOR



FEATURE

INPUT / OUTPUT



SPECIFICATION

Projection System DLP

Native Resolution WXGA(1280x800)

Brightness(ANSI-Lumens) 300

Contrast Ratio(FOFO) 1000:1

Noise
High Brightness 34 db(A)

Economic 26 db(A)

Uniformorty > 85 %

Color wheel -

Projection Le

ns

Focus Manual

Zoom Fixed

Projection Im

age
Standard 40"@1.2m

Throw Ratio 1.48

Projection Offset 100%

Lamp Type / Maker LED RGB

Life time
High Brightness 30,000 Hrs

Life Economic -

General Specification DLP

Menu Language

Korean/ English / French/ Spanish/ German/I
talian/ Swedish /Portuguese / Chinese Simplif

ied/polish/ Brazilian Portuguese/
Japanese/Russian/

Greek/Arabic
/Turkish

/Taiwanese

Aspect Ratio Correction
4:3/Just scan/Set by Pro./
16:9/Zoom/Cinema Zoom

Sound 1W+1W stereo

Dimension (WxHxD, mm) 160(W) x 119.5(D) x54(H)mm 

Weight 780g

Power Consumption 100W 

Power Supply
AC DC Adaptor(100~240 free voltage), 50/60

Hz 

Operation Temp 0 ~ 40℃

Input Signal 

Compatibility

Digital(HDMI) 1080p/1080i/720p/576p/480p

RGB up to WSXGA+(1680x1050@60Hz)

Component Video 1080p/1080i/720p/576p/576i/480p/480i

Composite Video NTSC-M



SPECIFICATION

INPUT/OUTPUT Terminals DLP

RGB in 1

RGB(PC) Audio in 1

RGB out -

Composite(AV) in 1 (Video Only)
Composite(AV) Audio in -

S video -

Component (YPbPr) Phone(3.5") to Comp

Audio out 1 (mini)

RS-232C -

RJ45 -

HDMI 1

USB(SVC,Interactive) 1 (type A)
RF IN 1

Special Features DLP

Digital Keystone Correction O (Vertical)

Auto Source Detection O

Quick Power on/off ○ (Within 2~3 Sec.)

Auto Sleep O
Sleep Timer O

Blank
○(Black,Blue, Green, 
Logo,Captured Image)

Image Flip Horizontal/Vertical

Color Temperature O

Auto Color ADJ -

Intelligent Sensor -

Presentation Timer -

Brilliant Color™ (Overlap Duty) O

White enhance(white peaking) -

Black Level Control O

Expert control O

Gamma Correction O
Noise Reduction O

VIDI™ -
Closed Caption ○ (AV)

Picture Quality Certification 

(ISF, HQV etc)
-

Power On Sound -

Added Features DLP

USB Host (DivX, MP3, Photo) O

File(Office) Viewer O

FM Transmitter x
DTV Tuner x

Wireless DLNA x
Broadband x
DMB Tuner x

Memory Card x
Built-in Memory x

E-Book x
i-POD Connection X

Design DLP

Cabinet Color

Local Key 7 tact key

Kensington Lock O

Leg-Stand O



SPECIFICATION

Accessory DLP

Carry Bag ○

Lens Cap ○

Ceiling mount Option

Cable

A/V cable

D-sub 15 1
Phone to Comp. 1

Phone to AV 1
RGB to Comp.

Remote control ○

External Battery Option

Quick Setup Guide ○

CD Manual ○
Wifi-Dongle x


