
 

 
 

 
 

  
 

Data Sheet 

 

BenQ W1500     

Home cinema – Projector  
 Full HD 16:9  1080p 

 2.200 ANSI Lumens 

 3D via HDMI 

 WHDI (Wireless HDMI) 

 Lens Shift 

 Frame Interpolation 
   

 
Technology 

Item No./EAN: 
Type : 

9H.J7N77.17E / 471 8755 03754 2 
DLP

TM
 

             

Resolution : 1080p Full-HD  1920 x 1080 
Brightness : 2.200 ANSI Lumens (Standard)  

max. Contrast : 10.000:1  
Colors : 1,07 Billion colors 

Resolution format : Physical 16:9 / 4:3 / Wide/ Letter Box / Anamorph 
Cooling system : Front-/Side cooling  

Lampe Type : 
Max. Lamp life : 

240 W 
3.000h Standard 
6.000h Smart Eco Mode 

Warranty : 12 Month or 2000h  
  
Objektive Type : 

Focus : 
Manual zoom und focus, manual / vertical Lens Shift 
F=2.45 - 3.07, f=15.78 - 25.12mm 

  
                                                               Throw ratio** : 

Zoom : 
1.07-1.71 (213cm @2M) 
1,6:1  

Signals Video Standards : NTSC / PAL / SECAM / SDTV 
Video - Modi : EDTV, SDTV, HDTV (480i, 480p, 576p, 576i, 720p, 1080i, 1080p)  

PC- Resolution : 
Frequencies : 

Up to  UXGA (1600 x 1200) 
15-102 kHz/ 23-120 Hz 

   
  
  
  

 

Input : HDMI  2 x mit HDCP 
 Composite Video 1 x RCA Cinch 
 Component 1 x RCA x 3 
 S-Video 1 x Mini DIN 4 pin 
 RGB VGA-Analogue 1 x D-Sub 15 pin 
 USB 1 x Mini Type B  
 Audio in 1x 3,5mm Klinke 
 Audio in 2x  L/R Cinch 

Serial Input : 
Output : 

Speaker : 

RS232 Interface 
Audio Out 
2 x 10 W 

1x D-Sub 9 pin 
1x 3,5mm Cinch 
 

   
Control Features : Full HD, 3D via HDMI, Lens Shift, Frame Interpolation, Brilliant Color™, 3-D-Color 

management, ISFccc, 1,6x Zoom, Closed Captioning, Quick Cooling,  
 
 

 

Menu (OSD) : 28 different languages 
Remote Control : IR-Remote Control (illuminated) 

  
Security Certificates : CE, TÜV-GS 

  
Energy Voltage : 100-240 V 

Ponsumption : Max. 375 Watt , Standby <0,5 Watt 
  
Characteristics Dimension (W x H x D)  

Weight : 
339 x 238 x 120.5 mm  
3.9 kg 

Noise level : 33 dB (A) Normal 
28 dB (A) ECO-Mode 

  
Environmental conditions : + 0 - +40°C / 10 - 90 % Humidity 

  
Warranty and Service: 24 Months Warranty 

 

 
  

   
     




