
DX130-JD
Main Spec

Add-on Value Features

AUD

Model Name : DX130-JD LM70-W

Projection System Lamp Type 200W

Resolution Lamp Life
3000 hr (normal)                                                  

4000 hr (economic)

Colour Wheel EMC Certification FCC-B, CE, CB, GOST, MIC, SABS

PC I/O ports Warranty 2 Year warranty

AV I/O ports
Dimension                               

(WxDxH)
260 x 205 x 67mm Set

Noise

SHOP/SALESMAN:

TEL/Mobile:��� 

FAX:

e-mail:

32dB (normal)                                                    

30dB (silent)                                

AL-JDT2

D-sub, DVI to D-sub, PC sound in, USB                          

S-video, Component(thru DVI), Composite 

video(RCA x 1), DVI- HDCP, IR Port 

Sound 1W mono Weight 1.75Kg Set

4 Segment (R/G/B/W)

Projection Image
Screen Size 30" - 300"                            

Standard 3.66m @ 100" (Wide)
Lamp

Zoom style manual (x1.16) Power supply AC 90 - 264V(Free voltage), 50Hz/60Hz

Focal Length 25.8mm(wide) - 30mm(tele) Power Consumption 255W

Video Compatibility 
NTSC, PAL, SECOM, NTSC4.43, PAL-M      

PAL-N

Contrast Ratio 2000:1 HD ready 1080i, 720p, 576P, 576i, 480p, 480i

DLP 0.7" DMD

1024 X 768 (XGA) Native                                  

1400 x 1050 (SXGA+) Max                      

Brightness 3000 ANSI

Carry Case

1W Mono Speaker

3 Level Brightness mode

DVI, Composite, Component, S-Video, USB

HD ready

Magnesium alloy cabinet

LG's Professional Advanced Data Projector

0.7" 12 Deg. DLP DDP 2000

Native XGA(1024x768)

3000 ANSI Lumens

Ultra Light Weight 1.9Kg

Contrast 2000:1


