
Qumi Q9
PORTABLE PROJECTORS

Bring the Big Screen
Experience Everywhere

FEATURES
• World’s first smallest 1080p (4K-UHD compatible) LED portable

projector
• Enjoy up to 200'' big screen size with Full HD resolution, 1,500 lumens

and 3,000,000:1 contrast ratio to see every detail
• Maintenance free with environmental friendly LED light source lasts up

to 30,000 hours
• Perfect travel companion with hand-held sized and light weight 1.46kg
• Effortlessly set up your projection image into the perfect shape with

auto focus and keystone adjustment
• Wireless connection for cable-free projection of your iOS or Android

mobile devices with screen mirroring function
• Bluetooth ready for other wireless audio devices
• Rich Connectivity- Wireless / Wire to display the contents
• 3W (2x) stereo loudspeakers Built-in

 



Qumi Q9 brings a unique combination of Native
Full HD resolution with HDR; high definition 4K
compatibility and high brightness in compact
form factors.
Qumi Q9 is the first 1,500 Lumens Full HD 1080p pocket projector. Its LED
technology ensures excellent reliability with the assurance of a long Life
and enhanced image quality. Users benefit from exceptional brightness
(+10~12%) and colour saturation performance, while offering a large
projection size that spans from 37.4”~200” without image distortion.
Offering the simplicity of Wi-Fi connectivity and PC-free access to
multimedia content, the Qumi Q9 is perfect for business, education or
personal entertainment applications.

Qumi Q9
SPECIFICATIONS 

Image Display Type Single chip DLP® Technology by Texas Instruments

Brightness 1500 ANSI Lumens

Native Resolution 1080p (1920 x 1080)

Max. Supported Resolution 4K-UHD (3840x2160@30Hz)

Contrast Ratio 3,000,000:1

Automatic Keystone
Correction

Automatic Keystone Correction

Native Aspect Ratio 16:9

Keystone Correction Vertical ±30°, Digital Auto Vertical Keystone Correction

Optical Throw Ratio 1.21:1

Image Size (Diagonal) 37" - 200"

Projection Distance 1.0 - 5.18m

Features Features Wireless

Connectivity I/O Connection Ports HDMI Number of Ports v2.0 (1x: HDMI), Audio-Out (Mini-Jack), RJ45, USB
type A for Display(Frame display) and JPG reader(Photo: Jpeg / Video:
Mpeg4,H.264) (V3.0 1x with Power (5V/1.0A) and Media Files reader), USB A
( V2.0 1x Power (5V/1A) for Wi-Fi/BT dongle), USB C

PC Free Viewer Images: JPEG, BMP; Audio: MP1/MP2/MP3, WAV, WMA, OGG, ADPCM-WAV,
PCM-WAV; Video: AVI, MKV, TS, DAT, VOB, MPG, MPEG, MOV, MP4, WMV;
Document: Microsoft® Office 2010 (Word, Excel, PowerPoint w/o animation);
PDF, TXT

General Lamp Life and Type Lamp free design. LED light source last up to 30,000 hours

Speakers 3W x 2 with Diaphragm

Dimensions (W x D x H) 240 x 222 x 59mm

Weight 1.46 kg

Noise Level 27dB(Eco)

Power Supply: AC 100-240V, 50/60Hz, 120W 19V6.0A, 95W (Normal), <0.5W
(Standby)

Warranty 3 years warranty for projector and light source

Standard Accessories HDMI Cable, Carrying Case, Quick Start Guide, Warranty Card (by region),
Remote Controller (with battery), WiFi USB Dongle (USB type A), AC Power
Cord

UPC Code 813097025470
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